
DD-220T PERFORMANCE SPECIFICATIONS
POWER TRAINPOWER TRAIN

Engine Cummins QSL9P Tier 3 / Tier 4 interchangeable

Rating 365 HP (272 kW)

Fuel Capacity 140 U.S. Gallons (530 L)

Hydraulic Capacity 140 U.S. Gallons (530 L)

Hydraulic Filter High Pressure Filtration Return to 6 Micron ABS

Battery (2) Deka 908DMF 12 V, 1450 CCA

Noise Rating 95 dB(a) at 3 Meter Range

 
CARRIAGE SYSTEMCARRIAGE SYSTEM

Maximum Thrust/
Pullback

220,000 lbs. (100 Tonnes)

Carriage System Rack & Pinion, (6) Pinion Drive with Adjustable Force Limiter

Maximum Carriage 
Speed

90 ft. (29 m)/minute

Carriage Motors (6) Hydraulic 160cc, Radial Piston/Dual Displacement

Carriage Brakes (3) Spring Applied/Hydraulic Release

Carriage Gearbox (6) Planetary Drives

 
ROTARY DRIVEROTARY DRIVE

Rotary System (2) Pinion & Gear Drive with Infinitely Variable Torque

Maximum Rotary 
Torque

30,000 ft-lbs. (40,674 Nm) @ 0 – 50 RPM

Maximum Rotary 
Speed

95 RPM

Rotary Motors (2) Hydraulic, 110cc, Axial Piston, Variable Displacement

Rotary Brakes (2) Spring Applied/Hydraulic Release



Fluid Course 3 in. (76 mm)

Mud Swivel Rear Mounted, 4 N.P.T.L.H x 3

Slip Spindle 4.5 in. (114.3 mm) API-IF Pin

Other Features Digital Tachometer, Adjustable Torque Limiter, Wiggle Steer®

 
WRENCHWRENCH

Wrench Style Open Top with 10 in. (245 mm) Separation

Maximum Breakout 
Torque

60,000 ft-lbs. (81,350 Nm)

Maximum Makeup 
Torque

25,000 ft-lbs. (33,900 Nm)

Clamp/Grip Range 2 3/4 in. – 10 3/4 in. (70 – 273 mm) OD

 
DRILL RIGDRILL RIG

Crane Optional Knuckle-Boom

Drill Angle 10° - 18°

Drill Pipe Range II – 34 ft. (10.4 m)

Travel System • Self Propelled on Undercarriage Steel Track Crawler 
Assembly

• Maximum Travel Speed: 2 mph (3.22 kp/h)
• Ground Bearing Pressure: 8.6 psi (0.59 bar)

 
SAFETY

• Es!Lok – Exit Side Lockout System with 5,280 ft. (1,609 m) Range
• ZAPALERT – Electrical Detection Device
• Emergency Shutdown Switch at the Operators Console
• (5) Attachable handrails for full length thrust frame walkway

 
DIMENSIONSDIMENSIONS

Length 52 ft. 6 in. (16 m)



Width 8 ft. 1 in. (2.46 m)

Height 13 ft. 6 in. (4.1 m)

 
WEIGHTSWEIGHTS

Total Weight 61,000 lbs. (27,669 kg) without crane


